Product Data sheet for FDTC56KXZE1-W VRF Indoor Unit - Compact Ceiling Cassette

MITSUBISHI HEAVY INDUSTRIES
AIR CONDITIONING EUROPE

FDTC56KXZE1-W

Specifications
Nominal cooling capacity kw 5.6
Nominal heating capacity kW 6.3
Power source 1 Phase 220-240V 50Hz / 220V 60Hz
Cooling kW 0.06-0.06
Power consumption
Heating kW 0.06-0.06
Sound power level dB(A) 60
Sound pressure level Cooling db(A) P-Hi:47 Hi:43 Me:39 Lo:31
Sound pressure level Heating db(A) P-Hi:47 Hi:43 Me:39 Lo:31
Exterior dimensions unit HxWxD mm Unit:248x570x570
Exterior dimensions panel HxWxD mm Panel:10x620x620
Net weight kg Unit:14 Standard Panel:2.5
Air flow m?/min P-Hi:14 Hi:12 Me:10 Lo:8
Air flow heating m’min  P-Hi:14 Hi:12 Me:10 Lo:8
Outside air intake Possible
Panel TC-PSA-5AW-E, TC-PSAE-5AW-E (Honeycomb) / TC-PSAG-5AW-E, TC-PSAGE-5AW-E (Grid)
Air filter, Q'ty Pocket Plastic net x1 (Washable)
Remote control(option) Wired : RC-E5, RC-EX3A, RCH-E3 Wireless : RCN-TC-5AW-E3

Installation data Refrigerant piping size ~ mm(in) Liquid line:@6.35(1/4") Gas line:g12.7(1/2")
Refrigerant Type/GWP R32 /675

The data are measured under the following conditions(ISO-T1).

Cooling: Indoor temp. of 27°CDB, 190CWB, and outdoor temp. of 35°CDB.

Heating: Indoor temp. of 20°CDB, and outdoor temp. of 7°CDB, 6°CWB.

External static pressure of indoor unit is 10Pa.

The sound level indicates the value of rear-intake type with duct in anechoic chamber. During operation these values are somewhat higher due to ambient conditions.

Because of our policy of continuous improvement, we reserve the right to make changes in all specifications without notice.
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Schematics
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Notes ( 1) The model name label is attached to the control bax bd, }
2) This unit is designed for 2x 2 grid cedling 158 484
f it is installed on a ceiling other than 2x2 grid caling. D1 — Holes for
provide an inspection opening on the control box side. G tapping screws Panel model name

(3) Draft prevention functon(:%) s provided on the panel TC-PSAGE-SAW-E only. TC-PSAG-SAW-E

TC-PSAGE-SAW.E

Because of our policy of continuous improvement, we reserve the right to make changes in all specifications without notice.
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